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| ntr oduction

Mulholland Outback™ is a multi-adjustable system designed to
meet the frequently changed needs of individuals with Central
Nervous System Deficits. When used interactively with therapy
objectives, this system can aid in the development of funcional
skills by assisting in the inhibition of abnormal reflex patterns
and facilitation of more normal motor movements. Skeletal
alignment can also be improved through the interactive use of a
variety of available postural supports.

This manual was developed to provide information on basic
utilization of the Outback™ system. It does not cover all
possible variations of components and needs which may exist.
For situations or conditions beyond the scope of this manual,
please contact your authorized Mulholland dealer, or call
Mulholland Positioning Systems Inc at (800)543-4769, (805)525-
7165 or FAX (805)933-1082. Be sureto visit uson the web at:

WWW.MULHOLLANDINC.COM
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I o back System
System Adjustments

V. Removing Seat from Base - The outback features a
seating system that can be removed from the base for transporting
or storage.

A. To remove seating systems from the base you must first
disengage the front strut assembly by removing the ball-lock pin
holding it in place. Push in on blue button and pull out.

B. Using same method as used to remove, or change angle of
footrest, Push pin inwards, and lift cam lever up to open position.
Once both sides are open you will be able to lift and remove the
seat assembly away from the base for storage or transport.

Remove _J:l:ill—]_,c-ck Pin
—‘\\" -~
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ll Push Blue Button,
Then Pull Out
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)| % With Struts and Seat Cams Separated

______
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7 [IRemove Ba

Lift and Remove Seat From Base. o
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System Adjustments

I11. Back Angle - The back angle is set by changing the
placement of the of the brack with the holes. Increasing the
distance between these two mounts will cause the angle of the
back to recline. You can also fine tune the angle by changing
placement of screwsin small holes in mounting bracket.

C.'hange Holes for Fin
b —

Component I dentification

V. Base L ength - You can control the length of the base by
telescoping the front caster wheel assembly in or out. To increase

A. Anti-Ti pper Assembly the length, remove screws fro top of base, slide to desired length
B. Push Bar (Both Sides), and replace screws. Repeet for both sides. (Below)

C. Back Assembly

D. Seat Assembly
E. Wheeled Outback Base

ve Screws,
ide In or Out to
esired Length,
@ Replace Screws.
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