








Clear Tray Assembly:
Refer to figure 19

Mounting: The tray mounting arms attach to the back of
the sitbar, just like the hand holds. Please refer to the
previous page for instructions.

1 Figure 19

Adjustments:

1. Width & Height: Refer to the Handholds instructions on
the previous page.

2. Depth: Pull the ring on the spring clamps (1), located
underneath the tray. Slide the tray along the tray bar to
the desired depth. Release the ring and ensure the tray
locks into place.

3.Removing the tray: The tray must be removed to place
the child in or take the child from the Walkabout. This 1s
done by pulling the rings on the spring clamps (1) and
lifting the tray off the support bars.
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Double Sit Bar:
Refer to figure 20

1. Remove the current seat.

2. Slide the sit bar onto the front column. Secure at the

desired height with the ball lock pin (1).

Figure 20

Abduction SKkirt:

Refer to figure 21

1. Remove the current seat.

2. Slide the sit bar onto the
front column. Secure at
the desired height with
the adjustment lever (1).

Figure 21
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OPERATING PRECAUTIONS

1. Do not exceed the load limit shown on the name plate
and in this manual.

2. The rear anti-tipper wheels need to be at least
1/2 (2.5cm) off the floor. If they are contacting the
floor, the user cannot turn the device.

3. Adjust the height of the seat prior to putting the user in
the device.

4. Adjust the spring tension after loading.

5. If the rear column tilts forward spontaneously you need
to adjust the angle and TIGHTEN the clamp screws.

6. Check periodically for loose screws, and tighten when
necessary.

7. This device is NOT to be used as a transportation device
especially in motor vehicles.

8. Never make any tilt adjustments with the child in the
Walkabout™.

MAINTENANCE

Keep the stander clean. Wipe down all metal and
upholstered parts with a damp cloth and dry.

Check weekly for frayed straps and velcro which needs
replacement. For the child’s safety, discontinue use of the
stander until worn velcro and straps are replaced.



TECHNICAL DATA

Specifications: WA 3C WA 4C
Physical weight
of unit: 45 1bs (20.5 kg) 46.5 1bs (22 kg)
Weight Limit: 150 Ibs (68 kg) 190 1bs (86 kg)
Seat Height: 23-33.57(58-85cm) 27-37.5”(69-95¢cm)
Tilt Range: 75°-90° 75°-90°
Width: 26.5-32.5”(68-84cm) 26.5-32.5°(68-84cm)
Length: 33.5-38.5(85-98cm) 33.5-38.57(85-98cm)
Turn Radius: 23-287(58-71cm) 23-28”(58-71cm)
Frame Color: Black Black
Upholstery: Black Black
Materials:
Frame: Powder-coated aluminum tube

Stainless steel tube
Parts: Powder-coated aluminum

Black anodized aluminum
Zinc plated stainless steel
Padding: Neoprene foam
Fabric: Nylon packcloth
Bumpers:  Solid gray cushion rubber with delrin bearing
Wheels: Solid gray cushion rubber with double seal
ball bearings
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